Installation Sheet B

P.O. Box 1520
Crestwood, KY 40014

1-877-QUANICS
www.quanics.net

Dear Valued Customer:

Thank you for purchasing a quality Quanics™ product. We do our very best to provide superior products and service to each of our
customers. The following Installation and Maintenance sheet is part of this service. If you have any questions or concerns that are
not addressed by this sheet, please give us a call.

New System Installation: All hanging models except the FPV-H34-A101.

A Quanics Access System is needed for installation, and may be required in some states.

There are two ways to install these pump vaults into a new system:

The first is with a Quanics Cast-In Tank Adapter (RB-TA-F-26 x 6). These parts are cast in the tank by the precaster.

If the precaster has not cast in an adapter you must install a Quanics Retrofit Tank Adapter (RB-TA-T-26 X 2).
Contact Quanics for details and to order.
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® Each piece of PVC pipe should be four
inches longer than the diameter of the
outlet access opening.
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access opening must Top
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® For installation of a discharge system, be at feast 167 ID.

Quanics has a separate instruction sheet
that will be included in the package.

Existing System Installation:

Same as New System Installation, except the tank will need to be pumped before the pump vault is installed.

Notes:

* A Quanics Retrofit Tank Adapter (RB-TA-T-26x2) must be used if there is no cast in adapter. Call Quanics for details and to order.
* A Quanics Access System is required for installation.

® |t is recommended, and may be required in certain states, to install risers to grade.

The product(s) shown are covered by one or more of the following patents:
U.S. 5,762,793; 5,580,453, 5,591,331; 5,759,393, 5,683,577; 5,582,716; 5,779,896; 5,593,584,5,795,472,5,736,035; 4,710,295, 5,382,357, 5,482,621

U.S. Des. 386,241; 349067; 4605501;5098568; Des. 309007, Australia: 134440, Canada: 2,135,937, Israel: 111574, New Zealand: 264824,
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